


Specifications

Technical Data

Electrical Supply

Product Water Quality

Hemodialysis Device Up to 50 machines running at 800 mL/h per device

Permeate Capacity 500–3000 L/h

Efficiency/Yield Up to 75%

Dimensions (h x w x d) 150 x 55 x 95 cm

Weight (filled) 160–370 kg

Concentrate Pressure Max. 25 BAR

Permeate Operating Pressure Max. 6 BAR 

Noise Level Noise level in 



Specifications

Technical Data

Operating Conditions

External Connection Options

Feed Pressure Dynamic 2–6 BAR

Minimum Inlet Flow
Minimum inlet flow in liters per hour at
maximum outlet capacity and a yield of 75%

AquaBplus 500: min. 1000 L/h
AquaBplus 1000: min. 2000 L/h
AquaBplus 1500: min. 3000 L/h
AquaBplus 2000: min. 4000 L/h
AquaBplus 2500: min. 5000 L/h
AquaBplus 3000: min. 6000 L/h

Permeate Connection Direct PE-Xa connector 25 x 3.5 (feed and return) on the system

Inlet Water Connection 1 1/4” external thread, stainlees steel

Drain Water Connection DN 70 (HT pipe)

Ethernet Electrically isolated interface for data exchange (RJ45) CAT5
The system can be connected to the in-house network

External Start/Stop Isolated inputs to start the AquaBplus in SUPPLY mode or to 
stop all operating modes




